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NONRESIDENTIAL, HIGH-RISE RESIDENTIAL AND HOTEL/MOTEL OCCUPANCIES—MANDATORY REQUIREMENTS

(f) Ventilation system acceptance. Before an occupancy
permit is granted for a newly constructed building or space, ora
new ventilating system serving a building or space is operated
for normat use, all ventilation systems serving the building or
space shall be certified as meeting the Acceptance Require-
ments for Code Compliance. A Certificate of Acceptance shall
be submitted to the building department that;

1. Certifies plans, specifications, installation certificates,
and operating and maintenance information meet the
requirements of Part 6; and

2. Certifies plans and specifications meet the require-
ments of Section 121 (b) 2; and

3. Certifies measured outside air is within ten (10) percent
of the minimum ventilation rate specified in the plans
and specifications.

SECTION 122
REQUIRED CONTROLS FOR
SPACE-CONDITIONING SYSTEMS

Space-conditioning systems shall be installed with controls
that comply with the applicable requirements of Subsections
{(a) through (h).

(a) Thermostatic controls for each zone. The supply of
heating and cooling energy to each space-conditioning zone or
dwelling unit shall be controlled by an individual thermostatic
control that responds to temperature within the zone and that
meets the applicable requirements of Subsection (b).

Exception to Section 122 (a): An independent perimeter
heating or cooling system may serve more than one zone
without individual thermostatic controls if:

A. Allzonesare also served by an interior cooling system;

B. The perimeter system is designed solely to offset enve-
lope heat losses or gains;

C. The perimeter system has at least one thermostatic con-
trol for each building orientation of 50 feet or more; and

D. The perimeter system is controlled by at least one ther-
mostatlocated in one of the zones served by the system.

(b) Criteria for zonal thermostatic controls. The individ-
ual thermostatic controls required by Subsection (a) shall meet
the following requirements as applicable:

1. Where used to control comfort heatin g, the thermostatic
controls shall be capable of being set, locally or
remotely, by adjustment or selection of sensors, down
to 55°F or lower.

2. Where used to control comfort cooling, the thermo-
static controls shall be capable of being set, locally or
remotely, by adjustment or selection of sensors, up to
85°F or higher.

3. Where used to control both comfort heating and com-
fort cooling, the thermostatic controls shail meet Items
1 and 2 and shall be capable of providing a temperature
range or dead band of at least 5°F within which the sup-
ply of heating and cooling energy to the zone is shut off
or reduced to a minimum.
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Exception to Section 122 (b): Systems serving zones
that must have constant temperatures to prevent deg-
radation of materials, a process, or plants or animals.

Exception to Section 122 (b) 3; Systems with ther-
mostats that require manual changeover between
heating and cooling modes,

(c) Hotel/motel guest room and high-rise residential
dwelling unit thermostats. Hotel/motel guest room thermo-
stats shall have:

1. Numeric temperature setpoints in °F ; and

2. Setpoint stops accessible only to authorized personnel,
to restrict overheating and overcooling,

High-rise residential dwelling unit thermostats shall meet
the control requirements of Section 150 ().

(d) Heat pump controls. All heat pumps with supplemen-
tary electric resistance heaters shall be installed with controls
that comply with Section 112 (b).

(¢) Shut-off and reset controls for space-conditioning
systems. Each space-conditioning system shall be installed
with controls that comply with Items 1 and 2 below:

1. The control shall be capable of automatically shutting
off the system during periods of nonuse and shall have:

A. An automatic time switch control device complying
with Section 119 {c), with an accessible manual
override that allows operation of the system for up to
four hours; or

B. An occupancy sensor; or
C. A four-hour timer that can be manually operated.

Exception to Section 122 (e} 1: Mechanical Sys-
temns serving retail stores and associated malls, res-
taurants, grocery stores, churches and theaters
equipped with 7-day programmable timers.

2. The control shall automatically restart and temporarily
operate the system as required to maintain:

A. A setback heating thermostat setpoint if the system
provides mechanical heating; and

Exception to Section 122 () 2A: Thermostat set-
back controls are not required in areas where the
Winter Median of Extremes outdoor air tempera-
ture determined in accordance with Section 144
(b) 4 is greater than 32°F.

B. A setup cooling thermostat setpoint if’ the system
provides mechanical cooling,

Exception 1 to Section 122 (e): Where it can be
demonstrated to the satisfaction of the enforcing
agency that the systern serves an area that must
operate continuously.

Exception 2 to Section 122 (e): Where it can be
demonstrated to the satisfaction of the enforcing
agency that shutdown, setback and setup will not
result in a decrease in overall building source
energy use.
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